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{__, Recessed Frame Mount

* Fasten the recessed mounting bracket

flush with the front of the LED traffic

controller cabinet, with the supplied fasteners.
* Slide assembled unit into the recess opening.
* Fasten the mounting bracket to the face of the

opening with four fasteners (Not Supplied).

Note: Make appropriate wiring
connections per local codes.

Recessed Frame Sizes

Model

TCIL V/IH
TC/L/U 718
TC/L 726
TC/L/U 734
TC/L 742
TC/L/U 1418
TC/L 1426
TC/L 1434
TC/L 1442

Model

TC/L 2118
TC/IL 2126
TC/L 2134
TC/L 2818

TCL 77

TCL 1026
TCL 1212
TCL 1818

Wall
Opening
710" x 1412
712" x 18172
712" x 26 172"
71/2" x 3412
T1/" x 42172
141/2' x 181"
141/2" x 261"
141/2" x 341"
141/2" x 421"

Wall
Opening

211" x 18 172"
211" x 26 172"
211" x 34 172"
281/2" x 18 172"

7" x 7 172"
101/2" x 26 172"
121" x 12 1/2"
181/2" x 18 12"

Outer
Dimension

103/4' x 17 3/4"
10" x 21"
10" x 29"
10" x 37"
10" x 45"
17" x 21"
17" x 29"
17" x 37"
17" x 45"

Outer
Dimension
24" x 21"
24" x 29"
24" x 37"
31" x 21"

10" x 10"
13" x 20"
15" x 15"
21" x 21"




